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Model: 26.413 6x2 Tractor
Type: MAN D2866LF28. 6 Cylinder In-Line, 
Turbo Charged, Intercooled
Power: 410 BHP @1900 rpm
Capacity: 11.97 litre
Bore: 128mm
Stroke: 166mm
Engine Brake: Exhaust Valve Brake

Model: 26.463 6x2 Tractor
Type: MAN D2876LF04.  6 Cylinder in-Line, 
Turbo Charged, Intercooled
Power: 460 BHP @ 1900 rpm
Capacity: 12.8 litre
Bore: 128mm
Stroke: 166mm
Engine Brake: Exhaust Valve Brake

Model: 11.39 MT 6x2 Tractor
Type: Cummins ISMe. 6 Cylinder In-Line, 
Turbo Charged, Intercooled
Power: 385 BHP @1900 rpm
Capacity: 10.80 litre
Bore: 125mm
Stroke: 147mm
Engine Brake: Exhaust Valve Brake

Model: 11.42 MT 6x2 Tractor
Type: Cummins ISMe. 6 Cylinder In-Line, 
Turbo Charged, Intercooled
Power: 420 BHP @1900 rpm
Capacity: 10.80 litre
Bore: 125mm
Stroke: 147mm
Engine Brake: Exhaust Valve Brake

D28 ENGINE
MAN D28 Engines present the best in performance, 
economy and driveability.  Engines refined to reduce 
noise, vibration and pollution to limit their 
environmental impact, whilst offering the 
maximum in terms of  performance,  
economy and outstanding 
reliability, MAN engines 
ensure continued 
trouble-free operation.

CUMMINS ENGINE
In every aspect of heavy duty performance, Cummins 
leads the way for fuel efficiency, driveability and 
longevity.  These engines focus on high torque 
capability and can perform with relaxed ease on the 
toughest  duty cycle. All in all,  
this engine is set to 
power MAN’s 
outstanding reputation 
even further.

MAN Truck Tractor

GEARBOX 
Model: 26.413 6x2 Tractor
Type: ZF 16S 192 / ZF 16S 222
Gears: 16 Speed Syncromesh

OPTIONAL: Tipmatic Automated Gearbox
Gears: 12 Speed 

GEARBOX 
Type: ZF 16S 220
Gears: 16 Speed Syncromesh



CLUTCH
Type: Single Plate
Diameter: 430mm

CHASSIS FRAME
Type: Bolted and riveted high tensile steel

FUEL TANK
Capacity: 480 litre

AXLES
Front Axle: MAN VOK 08 I section dropped beam
Midlift Axle: MAN LO non-steering lift axle
Rear Axle: MAN HY1350 single reduction drive axle

SUSPENSION
Front Axle: Parabolic springs, shock absorbers and 
stabiliser
Midlift Axle: 2 air bellows, shock absorbers with air 
operated lift
Rear Axle: ECAS Controlled, 4 air bellows, shock 
absorbers and stabiliser

WHEELS & TYRES
Tyres: 315/70R22.5
Wheels: 9.00 x 22.5, 10 hole-steel

BRAKES
Type: Electronic Brake System (EBS) with ABS and 
ASR traction control
Features: Disc brakes, 2 line trailer brake.  Parking 
Brake Spring Brake on rear axle.

General Specification Guide

CAB INTERIOR
•Single & twin bunks
•Underbunk storage locker and slide out storage box
•Full curtaining
•Luxury ‘highback’ air supsended driver seat
•Adjustable ‘highback’ passenger seat
•Seat belts for both seats
•Adjustable and lockable steering column
•Storage pockets in both doors
•Electric windows
•Internal sun blinds
•Radio preparation, aerial and speakers
•Auxiliary 12 volt/24 volt 2 pin sockets
•Baseline instrument panel with driver information
system for all major functions

CAB EXTERIOR
•4 point cab air suspension system
•Hydraulic tilt to 65 degrees
•Automatic locking mechanism
•Underbumper air dam
•Integrated air deflectors
•Roof hatch
•Central door locking
•Electrically adjustable rear view mirrors
•Large external lockers accessible from the inside
•Illuminated, non-slip entry steps

ELECTRICAL SYSTEM
Type: Fully integrated with CAM bus technology 
Central on board computer and vehicle management  
computer
Voltage: 24V negative earth
Alternator: 90 Amp
Batteries: 2 x 12 volt / 175 Ah



MAN 6x2 Midlift Tractor Unit
INDICATIVE WEIGHTS & DIMENSIONS

VEHICLE DIMENSIONS
Overall Length: (E) 6175mm
Overall Width: 2490mm
Overall Cab Height: (M)
• L Type: 3105mm
• XL Type: 3259mm
• LX Type: 3390mm
Front Overhang: 1475mm
Rear Overhang: 750mm
Bumper to back of Cab: (N) 2280mm
Wheel Base: (OAS) 3950mm

UNLADEN WEIGHT (KG)
Front Axle: 5345
Rear Axle: 2905
Total: 8250

DESIGN/PLATED WEIGHT (KG)
Gross Combination Weight:         50000
Gross Vehicle Weight: 23000
Front Axle: 8000
Midlift Axle: 5500
Rear Axle: 11500

XL Type High Entry Sleeper
Right at the top of the range, the XL 
High Entry Sleeper offers the very 
best levels of visibility and comfort for 
the long-haul driver. Headroom 
1560mm over the almost non-existent 
engine tunnel. Tinted glass. Class 
leading single bunk

LX High Roof Sleeper
The height of luxury, these cabs 
offer maximum interior and stowage 
space, essential for increased 
levels of freedom and comfort 
during long-haul use.
Generous twin bunks. Headroom 
1645mm over the engine tunnel

L Sleeper
A dream for the driver on long-haul 
journeys, the Sleeper Cab offers an 
extensive range of stowage 
compartments and a comfortable 
sleeping area with single bunk.


